
Encrease your 
sound experience

Multiroom System

new features  ▪  web server  ▪  ethernet port  ▪  USB port  ▪  3 serial ports RS 232  ▪  setup & diagnostics on CD  ▪

Modular Design
Construction

high performance
multiroom audio 
distribution system



LOCAL AUDIO SOURCE                           
Another feature is the utilization of 
so-called local audio source. The 
audio source in the applicable zone 
uses the local audio system as 
anadvantage. As a typical example, 
we may use room TV or personal 
player iPod.

Modular Design
Construction

Multiroom control unit

The main unit provides processing and 
amplifi cation for up to 8 zones. Thanks to 
modular conception of zone amplifi ers, 
the system enables the user to create 
different amplifi cation for various zones.

M 8.8AL

Modular Design
Construction

The user select the number of audio 
zones in the area. Then determine 
necessary number of amplifi er 
modules M 4040 AMP and build 
them into platform M 8.8AL. The 
audio distribution system is used 
most effi ciently and the price is more 
favourable.
Zone amplifi er modules are supplied 
separately, according to the required 
number.

through PC via USB, software 
supplied on CD.

PC via USB, software
on CD.

SETUP AND DIAGNOSTICS

Zones
▪  up to 8 amplifi ed zones
▪  optional number of power amplifi ers M4040 

AMP (modular design construction)

Audio Inputs and Outputs
▪  8 Stereo Inputs
▪  1 Local source in every zone
▪  2-8 Stereo Line Outputs
▪  2-8 Stereo Speaker Outputs
▪  SEAL 4 Output

Audio Amplifi ers
▪  1-4 modules M 4040 AMP ( modular design 

construction)
▪  each module contains amplifi ers and signal 

processing for 2 Stereo zones
▪  Power: 40W per channel at 4 ohms

Communications
▪  Ethernet port 10/100 ( RJ 45 )
▪  3 Serial ports : RS-232 ( DB9 )
▪  USB port
▪  8 IR Outputs, programmable ( mini jack )
▪  M-Bus ( wall control units )

Other
▪  Setup and diagnostics software supplied on CD
▪  Web Server

Use
▪  family houses, hostels, restaurants

Power
▪  AC 230V, 50Hz

Dimensions ( mm )
▪  430 x 95 x 410 ( w x h x d )

Weight ( kg )
▪ 12,3

Technical Specifi cation

SEAL
At the same time, you may take an 
advantage of the available output for 
active speakers - SEAL.

M 8.8AL
Control unit – basic, without power amplifi ers modules
The number of power zones may be increased with modules 
M4040AMP to max. of 8 zones

▪  SEAL Output 100 W

M 8.8/2AL
Control unit - 2 Stereo zones + SEAL
The number of power zones may be increased with modules 
M4040AMP to max. of 8 zones

▪  2 zones 2 x 40 W
▪  SEAL Output 100 W

M 8.8/4AL
Control unit - 4 Stereo zones + SEAL
The number of power zones may be increased with modules 
M4040AMP to max. of 8 zones

▪  4 zones 2 x 40 W
▪  SEAL Output 100 W

M 8.8/6AL
Control unit - 6 Stereo zones + SEAL
The number of power zones may be increased with modules 
M4040AMP to max. of 8 zones

▪  6 zones 2 x 40 W
▪  SEAL Output 100 W

M 8.8/8AL Control unit - 8 Stereo zones + SEAL 
Full confi guration

▪  8 zones 2 x 40 W
▪  SEAL Output 100 W

M 4040 AMP

Module of power STEREO amplifi ers was designed for M 8.8A
Each module contains power amplifi ers and signal processing system 
for two zones ( 4 x 40 W = 2 Stereo amplifi ers )
Simple installation in control unit M 8.8A ( 1- 4 modules )

▪  2 x 40 W + 2 x 40 W

Controls units

y take an
e output for 



Each tuner has built-in memory for 15 RDS preset 
stations and it is independently controlled. Informa-
tion about the signal reception and RDS data are 
separately displayed on the front MT 4L panel, on 
wall control units MB 8 and also on wireless remote 
control PHILIPS PRONTO.

Multituner
▪  up to 4 independent built in FM tuners
▪  optional number of tuner units MTU ( modular 
design construction)
▪  1-4 Modules MTU 
▪  Tuning range : 87,5 – 107,9 MHz
▪  Presets : 15, each tuner
▪  RDS, each tuner
▪  4 buttons
▪  LCD backlight display

Audio Inputs and Outputs 
▪  4 Stereo Outputs ( RCA )

Communications
▪  Ethernet port 10/100 ( RJ 45 )
▪  Serial port : RS-232 ( DB9 )
▪  IR Input

Use
▪  multizone systems, multiroom

Power
▪  AC 230V, 50Hz

Dimensions ( mm )
▪  430 x 47 x 270 ( w x h x d )

Weight ( kg )
▪  3,4

Modular Design
Construction

Modular Design
Construction

Multituner MT 4L

Quad FM Multituner MT 4L is an ideal 
solution for multi-source reception 
of radio broadcasts for zone sound 
distribution or multi-room sound 
distribution systems. 

MT 4L

The basic confi guration of MT 4L 
includes one tuner unit MTU. The 
exceptional ability of the multituner is 
the fact, that you may easily extend 
the system by adding up to 4 radio 
stations receiving broadcasts at the 
same time. The system extension 
may be done by simple installation of 
1 to 3 tuner modules MTU in chassis 
MT 4L. These units may be added 
to the system anytime and virtually 
anywhere. 

REMOTE CONTROLS
Model line of wall controls MB 8 and 
MS 8 offers comfortable solution 
for multiroom controlling system. In 
connection with any audio server 
and tuner MT 4 it brings high 
standard of controlling system for 
all audio functions such as volume, 
equalisation, source selection, 
categorized play list search, RDS 
display, etc. 

The same is true for the wireless 
multi-function controller Philips Pronto.
Control units MS 4A are used for 
Active line SEAL.
All wall control units are mounted in 
standard frames 45 x 45 mm that 
come in many styles and designs.

onto

MT 4L
FM tuner with one build-in tuner unit
The number of tuners may be increased with units MTU to a 
maximum of 4 tuners.

▪  1 Stereo Output

MT 4/2L
FM tuner with two build-in tuner units
The number of tuners may be increased with units MTU to a 
maximum of 4 tuners.

▪  2 Stereo Output

MT 4/3L
FM tuner with three build-in tuners units
The number of tuners may be increased with units MTU to a 
maximum of 4 tuners.

▪  3 Stereo Output

MT 4/4L FM tuner with four build-in tuners units
Maximum confi guration.

▪  4 Stereo Output

Tuner units

Technical Specifi cation
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MULTIROOM AMPLIFIER
Multiroom M 8.8A

Multituner MT 4N

HARD DISC Media server

DVD player

ACTIVE LINE

INTERNET

PC

OPTIONAL HOME CONTROL SYSTEMS Living Room

Sleeping Room

Kitchen

Balcony

Fitness WC
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MULTIROOM - typical system connection diagram

High quality sound distribution
Active line SEAL (Sound Extending 
Active Line)  is designed for high-
quality sound distribution in buildings. 
Audio source is connected to a 
modifi ed, distribution amplifi er. 
Multiline cable SEAL 5 is used to 
carry the modulated signal, as well 
as direct current feed voltage. Each 
speaker features built-in power 
amplifi er. If amplifi er AMP 10A is 
used, one cable distribution system 

can connect many different types of 
speakers.
Distribution network may be divided 
into zones with individual volume 
control of group of speakers, or 
individual speakers. Programs 1 to 
4 may be selected on wall control 
unit MS 4AN. Quality loss in the 
distribution process is not noticeable. 
Safety inspection is not necessary 
because safe voltage is being used.

INTELLIGENT HOUSE
System M 8.8L may also be connected with some home 
automation systems. In such scenario, it becomes a part 
of the system that controls lights, heating, etc.

The Multiroom controller and Multituner are equipped 
with  RS232 ports and ETHERNET port for system 
updates, data transfer, remote controls, connection to 
webserver  and internet.

ETHERNET AND 
SERIAL PORTS RS232

SEAL 4

®

NEWfeature


